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Portable, Electric-Powered, High Pressure Washer
Up to 5,000 PSI 
Hot Water Infeed Compatible
460 VAC, 28 amps
100 ft. of High Pressure Hose

Rugged Steel Roll Cage
Frame Mounted Hose Reel
Automatic Start with Time-Delay Shut Down

Cleans heavily soiled areas. Cleans surfaces 
traditional floor care equipment cannot.
Restricts overspray. Usable in high tra�ic / active 
production areas.
Clean, recover, and evacuate water to drain all in one 
step. Reduces labor costs.

Extremely flexible configurations. Wide range of tools and 
accessories for both cleaning and recovery.
Use as stand alone liquid recovery and disposal system. 
Accessible to tight areas with no need to stop and dump.
Wide range of scalable filtration / separation options 
available.

Hose Reel

Illustrated labels with universal graphics and 
symbols make operating instructions and warnings 
easy to understand for operator convenience and 
owner liability protection.

Rugged 1-1/4" steel roll cage provides 
additional protection to the components 
as well as a lifting beam.

Rugged roll cage and 10-gauge steel 
chassis is protected with 
all-weather-resistant epoxy powder 
coat paint.

There are many safety features 
including a thermal pump 
protector and hand brake to 
prevent rolling while unattended.

Easy-to-attach detergent 
injector for convenience in 
applying soap.

Inlet filter strainer protects 
pump from debris.

Steel-wire braid high pressure hose 
rated for up to 6,000 PSI and with 
24-inch hose guard for burst protection 
and swivel crimp fitting for tangle-free 
handling of hose and trigger gun.

Four-ply, tubed 13" pneumatic tires for 
easy maneuvering in any terrain.

Insulated, fatigue-free, spring-loaded 
Trigger Gun with variable pressure spray 
wand (3,500 psi model only) make for easy 
point-and-shoot cleaning.

Industrial-grade, belt-drive high-pressure 
pump has a triplex, forged brass head 
with a limited lifetime warranty and a 
market-leading 7-year warranty on the oil 
end.

Four quick-couple nozzles are made of 
hardened stainless steel and 
color-coded for easy selection of spray 
pattern: 0°, 15°, 25°, 40°.

Barracuda Snorkel Systems are designed to provide aggressive point of use high pressure water and steam impact in 
a fashion that eliminates overspray and facilitates recovery and disposal. Snorkel systems are e�icient customizable 
and flexible solutions for cleaning walls and floors in facilities sensitive to work flow impact. Di�icult to clean areas 
are cleaned and sanitized in an e�icient fashion minimizing the preparation time and production down times.
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Portable, Electric-Powered, Auto-Pump Out Vacuum System

Two 3-Stage Vacuum Motors
GFI protected 137” Water Lift
Electrical Requirement:
2x115 VAC, 20 amp
Capacity for Rapid De-watering 
and 200 cfm

15 Gallon DOT Approved Waste Tank 
with 1-1/4” Drain Plug
Slide-out Oil-attractive Debris Filter
Overfill Shut-o� Valve
Automatic Pump Out to Sewer

Vacuum Hose

Super Duty PVC with Spiral Reinforcement
100 ft. x 2 in. Abrasion Resistant and Chemical 
Resistant

Triggered Surface Cleaner 
with Recovery; 12”

12” Diameter for use in confined areas
Stainless Steel Construction
2” Vacuum Recovery Port

Molded Grip Wand
Adjustable Caster Wheels to help prevent 
uneven cleaning and nozzle damage
Quick Couple Attachment

14” Squeegee Aluminum Wand
Floor Tool for Water Removal
Replaceable Double Squeegee 
Blades
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Optional Equipment
Triggered Surface Cleaner with Recovery; 21”

Barracuda Pre-Separators

Quick-couple trigger handle for easy 
removal and attachment of spray 
wand.

Hand held “SideKick“ cleaning wand 
conveniently located onboard for cleaning in 
corners and tight areas.

High pressure water filter 
insures clean spray nozzles.

21” Diameter

Triple vacuum intake tubes remove 
90-98% of dirty wash water during 
cleaning process.

Stainless steel outer shell for added 
strength and rust resistance.

Wheeled carriage for easy portability 
over uneven terrain and to minimize or 
eliminate back strain.

Provides additional filtration / 
separation prior to auto-pump 
out module.
High flow plumbing configura-
tion keeps waste-water moving 
through vacuum. 
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