
The Pressure Washer ...

LTX-HW Series

Plus ...
Hard Surface Spray & 
Scrub Wand

Stainless steel 14”W x 60”L Floor-Wand 
with 4000 psi trigger valve, and 
replaceable scrub-brush face.

PGHW
Industrial-Duty, Self-Contained,  

Gasoline-Powered, Hot Water Pressure Washer 

 Up to 5 GPM, 5000 PSI
 Honda, Vanguard or 
Kawasaki Engines
 Belt-Drive Pump with 
7-Year Warranty
 2,000 Watt Generator

Super-duty Horizontal Heating 
Coil, made of cold-rolled, Schedule 
80 steel pipe has a 5-year warranty 
and is surrounded by an aluminized 
steel inner wrap and stainless steel top 
wrap. (PGHW5-50524E has Schedule 
160 coil and all stainless outer wrap) 

Rugged, 1½-inch square tube 
Open-Air Frame with Forklift 
Guides allows easy access and 
serviceability and is protected by 
an all-weather resistant Epoxy 
Powder Coat Finish.

Many Safety Features, including 
redundant devices such as a rupture  
disk, thermal pump protector and  
high-temperature shut down to guard 
against any buildup of excessive  
pressures or heat.

High-efficiency Burner 
is mounted on the end 
for ease of servicing and 
adjustments.

Insulated, spring-loaded 
Trigger Gun with inline Detergent 
Injection and insulated, stainless 
steel, dual-lance Variable  
Pres sure Wand make it easy  
to switch between wash and  
rinse modes. (PGHW5-50524E  
has straight-thru wand).

Power Platform is 
mounted on vibration  
isolators to extend the life 
of the key components.

Four Quick-Couple Nozzles 
are made of hardened stainless 
steel and are mounted  
for ready access.

Industrial-duty 
Gasoline-Powered 
Honda, Vanguard 
or Kawasaki engine 
with overhead 
valves; all have 
keyed Electric Start.

50 ft. of 3/8", double-wire 
braid Tuff-Skin Hose featuring 
a 24-inch Hose Guard for 
burst protection.

Conveniently placed Control Panel  
can be relocated to front of  

machine and features  
Adjustable Thermostat to  
control temperature, and  
Hour/Tach Meter to  
indicate engine speed  
and total operating time.

Adjustable Detergent Valve 
for precise high-pressure 
metering of soap.  
Optional Steam Valve  
provides on-demand  
wet-steam cleaning.  
(steam valve standard  
on PGHW5-50524E)

Rugged tri-plunger High-Pressure 
Pump with forged brass head and 
7-year warranty, is connected to the 
engine by a belt-drive assembly that 
features cast-iron bushing Pulleys 
and two notched “V” cogged belts, 
which provide a cooler operation and 
longer life.

Helpful Trilingual Labels with operating 
instructions in English, Spanish and French 
for owner and operator protection.

Rupture Disk and Thermal 
Pump Protector protect against 
excessive heat or pressure.

Trailer-ready with pre-drilled 
Trailer Mounting Brackets 
and pre-plumbed with 3-Way 
Valve to by pass float 
tank when drawing water 
directly from an auxiliary 
tank. (PGHW5-50524E not 
trailer ready)

2,000 Watt Generator 
produces reliable power 
for burner.

Rust-free Float Tank with 
stainless steel inlet filter  
provides backflow protection 
and inlet Detergent Injection 
for applying soap while washing  
in high pressure mode.

Durable poly ure thane Battery Box 
protects battery and is easy to access.

Gasoline (5 gallon) and diesel (10 
gallon) tanks feature elevated fuel lines 
to prevent debris in fuel from causing  
damage. (Gasoline tank is 10 gallons  
on PGHW5-50524E and 1.5 gallons 
on PGHW4-30324E)
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Heavy-duty Fuel-Water 
Separator has replaceable 
element for removing water that 
can damage burner fuel pump.

4.7 GPM @ 3500 PSI
Honda Electric Start 
Engine
300 Ft. High 
Pressure Hose

Plus ... Barracuda Vacuuming Surface Cleaner

Quick-couple trigger handle 
for easy removal and 
attachment of spray wand.

Hand held “SideKick“ cleaning wand conveniently located 
onboard for cleaning in corners and tight areas.

High pressure water filter 
insures clean spray nozzles.

21” Diameter

Triple vacuum intake tubes 
remove 90-98% of dirty wash 
water during cleaning process.

Stainless steel outer shell for 
added strength and rust 
resistance.

Wheeled carriage for easy portability over uneven 
terrain and to minimize or eliminate back strain.

Plus ... Barracuda Vacuum Reclaim System

Engine Driven Vacuum
13 HP Subaru industrial engine with low tone mu�ler and electric start.
3” Tuthill hi-lift vacuum blower for 275 cfm’s to 14”Hg lift.
20" x 36" skid frame with vibration isolators, Hi-flow silencer system.
2 ½ " x 5 ft. vacuum connect hose (hi-temp) with cam lock couplers.
250 ft. vacuum hose.

Waste Tank System
D.O.T. approved XHD, 30 gallon drum with slide-in filter.
Sand blasted, primed and hi-temp. powder coated with 
slide-out Pre-filters, and Auto pump out included.

Shown with optional Vac-U-Snake and Solid Filter
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